3 VALVE MANIFOLD
INLETS: SUITABLE FOR KIDNEY FLANGE
MATERIAL OF CONSTRUCTION: SEE H-SERIES MATERIAL SPEC.

3 VALVE MANIFOLD DIRECT MTG
FLANGE TO FLANGE
KIDNEY FLANGE INLETS
BOLT THROUGH DESIGN
6000 PSI RANGE
CUSTOMER ASSEMBLY DRAWING

INLET SUITABLE FOR
KIDNEY FLANGE
2 OFF

4 OFF Ø12.0 [0.472]
MTG HOLES

2 OFF M10 x 1.5p
MTG HOLES

211.6 [8.331] (OPEN REF)
205.6 [8.094] (CLOSED REF)

54.0 [2.125]
110.0 [4.331]
41.3 [1.625]

113.0 [4.449] (OPEN REF.)
63.5 [2.500]
28.6 [1.125]

DO NOT SCALE
IF IN DOUBT ASK

PARKER HANNIFIN PLC
Instrumentation Products Division
Riverside Road
Barnstaple
Devon EX31 1NP

Approvals using electronic 'PDM WORKFLOW' (QSP05/25)

Instrumentation
Parker Hannifin plc

ISSUE NO.
CUST
22/05/2002

DRAWN BY:
NICK HOLTON
22/05/2002

CHECKED BY:
Approvals using electronic TQM WORKFLOW (GSP05/25)

APPROVED BY:
Approvals using electronic
TQM WORKFLOW (GSP05/25)

3 VALVE MANIFOLD
DIRECT MTG
FLANGE TO FLANGE
KIDNEY FLANGE INLETS
BOLT THROUGH DESIGN
6000 PSI RANGE
CUSTOMER ASSEMBLY DRAWING

DRAWING LOCATED IN PDM SYSTEM

DO NOT SCALE
IF IN DOUBT ASK

1/2 [9.525]
11/32 [0.350]
40 [1.575]°

30.0 [1.181]
28.6 [1.125]